Ultrasonic Cutting & Coagulation System

(HARMONIC SCALPEL)

1. Ultrasonic generator with frequency of more than 50 KHZ providing cutting and hemostasis with minimal thermal injury

2. The Ultrasonic Dissection Device generator box must have an automatic gain control system to automatically increase the amplitude to the set level

3. Ultrasonic Dissection Device must have detachable patient cable and transducer.
4. Ultrasonic Dissection Device must have 5mm and 10 mm instruments

5. Ultrasonic Dissection Device should have amplitude between 0-110 microns.
6. Ultrasonic Dissection Device must have autoclavable transducer and probe cable.

7. the generator should be operable with both foot and hand switches and should have a hand switch adapter with integrated bilateral switches to enable rotation by hand.

8. Ultrasonic Dissection Device must have more than 5 10 distinct power levels in the form of multiple of 0.5 
9. Hardware and accessories

a. Generator - 1

b. Footswitch and cables - 1

c. Handpiece  - 1

d. 5 mm blade system adapter - 1

e. 10 mm probe adapter  - 1

f. Wrench – 1

g. Hand activation switch adapter – 1

h. Generator cart – 1

i. Sterilisation tray  - 1

10. Laparoscopic surgery instruments to be provided:

Shears Standard Length 29.2 cm 

Shears Long Length 37.9cm 

5 mm lap dissecting Hook Probe – 6
5 mm lap curved blade – 6

10 mm lap coagulating shears – 6

5 mm lap hand activated shears with vessel sealing capability upto 5mm - 12

11. Instruments for Open surgery to be provided:

10 mm coagulating shears 
5 mm curved coagulating shears capable of sealing blood vessels upto 5 mm scissor grip 14 cm shaft length - 12
Hand activated precision shear with 240 degree activation triggers for open surgery with 16 mm active blade. and curved tapered tips for precise dissection and sealing vessels up to 5 mm. 
5mm curved blade 10 cm - 6

Hook Probe Short 12.8cm  14 cm long - 6
