Specifications for laparoscopic equipment
1. Endovision camera –  3 CCD video camera with PAL/ NTSC color system consisting of 

a. Camera controller

b. 3 CCD camera head with C mount adapter

c. BNC video Cable 3 meters

d. Shielded S- VHS cable – 2 meters

e. Power cable

f. Camera coupler

2. CO2 insufflator capable of insufflation upto 20 liters per minute with following accessories

a. Insufflation tube2.5 meters long – 2

b. Hygiene filter pack

c. Power cable

3. Halogen light source – 250 watt twin lamp with color correction and heat dissipation.

4. Telescope – 10 mm, distortion free, universal ocular 0 degrees

5. Telescope – 10 mm, distortion free, universal ocular 30 degrees

6. Telescope – 5 mm, distortion free, universal ocular 0 degrees

7. Telescope – 5, distortion free, universal ocular 30 degrees

8. Fibreoptic light cable – 2.5 meters, fiber bundle diameter >5 mm. - 2
9. Veress Needle 20mm working length.

10. Trocar sleeve with magnetic ball valve, metal sleeve, straight distal tip. 10 mm capacity, 100 mm working ength.

11. Trocar sleeve with magnetic ball valve, metal sleeve, straight distal tip. 5 mm capacity, 100 mm working length.

12. Trocar with pyramidal tip, capacity 5 mm,, working length 100 mm

13. Trocar with pyramidal tip, capacity 10 mm,, working length 100 mm

14. Hand Instruments – all swiveling type,  doble action jaws, tungsten carbide jaw inserts in scissors, forceps and needle holders, with monopolar connector pin, and luer lock for cleaning.

a. 5 mm curved grasping and dissecting forceps
b. Maryland dissector 5 mm 
c. Atraumatic grasping forceps 5mm both jaws opening

d. Modular scissors 5mm, curved both blades opening, Metzenbaum

e. Universal grasping forceps 5mm both jaws opening 
f. Hook electrode diameter 5 mm, length >300mm 

g. Needle holder with tungsten carbide jaw inserts, 5 mm 

h. Micro hook scissors – 3 mm 20 cm rotating with monopolar pin and luer lock.

i. ALAIN-GROUSSEAU Pylorotome, distendable, size 3 mm, length 20 cm

j. Palpation probe with cm markings 2mm, length 20 cm.
15. Monopolar connecting cable . 2 meters long

16. Suction and irrigation tube with stop valves

17. Clip applicator 10 mm length > 300 mm

18. Reducer adapter for 10 mm to 5 mm and 3 mm, 12.5 mm to 5 and 3 mm and 7 mm to 5 mm and 3 mm.
19. 21” high definition flat screen monitor, aspect ratio 16:10, color system PAL/NTSC, with power cable, mains cord,  capable of being mounted on stand, OT light arm or wall.
20. Cabling for Video signals from the CCD endovision camera to be transmitted to recording computer and DVD recorder.

