Technical Specification of Multi Parameter Monitor

· Should have facility to display ECG, RR, HR, Spo2, NIBP, single Temperature,Dual IBP,ETCO2 as standard parameters and with in build rechargeable battery back up of at least 2 hrs. Operation.

· Display: Color TFT display of size 15”and should be wall hanging design and all modules are inbuilt inside the unit.

· Should have facility to upgrade software with USB stick.

· Should have weight less than 6kg,for easy hanging.

· Monitor width including all inside module is not more than 7cm. 

· Should display at least 5 waveforms simultaneously.

· Should have own (patented) technology to sense the SPO2 in hypotensive, shivering & motion condition.

· Should be able to do selected arrhythmia analysis.

· Should be able to store & display at least 72 hrs. of graphical trends of all parameters and transfer the same via SD card.

· Should be suitable for monitoring adult, pediatric & neonatal patients.

· Should be able to give visual & audible alarms with three levels of volume adjustment on violation of any monitored parameter.

· Nurse call function should be included as standard configuration.

· Should store data in event of power – off or patient disconnection.

· The monitor and listed accessories should be CE, ISO/ TUV approved.

· The scope of supply should be:

· SpO2 reusable probe –1(ADULT),NEONATE-1

· NIBP cuff for adult, children and neonates – 1 each

· ECG Cable – 1

· Temperature probe – 1

· Operating manual –english – 1

· All sensor modules to be accommodated inside the flat panel which should be mountable on infant warmer or anesthesia machine with proprietary bracket.

