
Specifications of Mobile electrohydraulic operating Table

Mobile operating table with electrohydraulic drive (Battery or mains supply) for basic functions of height, tilting and Trendelenburg.
General operating table features:

 It should have a stable construction of the base with large twin-disk castors for easy motion and manoeuvring (base braking by locking the twin-disk castors at the head end via a central foot pedal)

 The table should have a good minimum height of about 600 mm.
 Base cover  shoule be made of rugged glass fibre reinforced laminate, resistant to impact, breakage and disinfectants with additional scratch-proof enamel finish.
 Entire table top frame and column cladding should be made of stainless CrNi steel

 The Operating table top  should be divided into five sections: head plate, back plate, seat plate and leg plates.
 It should have SFC padding (Special Foam Core) with multi-layer construction

The table top should not be  fitted with transverse members casting shadows on the X-ray images except for the release brackets for adjustment on either side

With guide rails for X-ray cassettes inserted from the head end up to and including the pelvis

The Table should be operated by the the following operating elements: corded hand control, override panel, footswitch, IR remote control (optional).
Electrical specification:

Special-design, maintenance-free rechargeable batteries with capacity for about a week’s use in the operating room

Recharging of the batteries and supply of the operating table by means of a mains cord

Nominal mains voltage (selectable) 100/110-115/127/200/220/230-240V AC via mains cord.
Technical specification:

Length of table top with head plate


2075 mm

Width of table top without side rails


510 mm

Width of table top with side rails



560 mm

Height without padding




600-950 mm

Trendelenburg / Reverse Trendelenburg


+25°/-25°

Lateral tilt, both directions



15°

Longitudinal shift (optional)



290 mm

Body elevator (optional)

via hand crank




            100 mm

Back plate, gas spring adjusted



+60°/-50°

Maximum patient weight




135 kg

Maximum weight of accessories                                 
 20 kg
( in addition to patient)

Additional accessories to be quoted:
Arm boards
Body strap

Anaesthesia screen

Goepel knee crutches
Operating table top for Babies and Infants to be fixed on the main Table.

