Item No. 06
Cooling Centrifuge Machine (Specifications)

1.Floor model Microprocessor controlled refrigerated centrifuge
Machine with programming of speed relative centrifugal force(RCF),time,and temperature

2.Pre-cooling with CFC free refrigerant

3.Full metal case and stainless steel chamber

4.Electric supply:230V 50Hz

5.Max speed: 13000-15000 rpm with the rotor capacity 4x500ml or more

6.Compatible voltage stabilizer

7. Extra rotar

8. Waranty & CMC for 3 years for five years after expiry of warranty                    perios.

9. Brush-less induction motor with frequency drive

10.Precise speed control and reproducibility

11.Pree setting of speed,temperature and time

12.Speed holding accuracy 100 RPM

13. Sfety lid interlock to prevent cover opening during centrifuge

14.Digital speed indicator,0-99 minutes,digital time

15.Digital temperature indicator-cum controller.

16.Better control of sample temperature

17. Dynamic brake & Imbalance detector with cutoff.

Item No. 07

Metabolic shaker 150 litre (Incubator shaker)

Specifications:-

Forced,Air Circulation,shaking plate W 480xD380 shaking with 25mmrefrigerator 1/5HP,Vol.150 litre.

Temp. control PID temp, range 5-60 oC

Shaking orbital Temp. Uniformity/degree 37 o 3e
Item No. 10

Air Curtain   (Specifications)

1. Heavy Duty 20 Gauge sheet.

2. Blower motor mountain MS plate body power coated

3. ISI Marked

4. Electric motor more than1/2HP

5. Prefilter provided

6. Indicator lamp

7. size 1500mm

8. Machine work on 220 V AC

9. Suction unit with clamp wall mounted

10.Aluminium Blower Balanced.

Item No. 40

Autoclave Vertical SMI (Specifications)
Outer body made of thick stainless steel/mild sheet finished with oven baker power coating. Inner chamber will be thick stainless steel. The chamber is absolutely leak proof and it can be operated at any selective point in between 5 to 20 pounds/sq. 
inch. Fitted with pressure gauge pressure release valve, safety valve, water level indicator and perforated S.S. basket complete with cord and plug. The lid is made of thick stainless steel sheet with pedal lifting arrangement and radial locking devices. To work on 220/240 V, AC single phase supply. Inner chamber 450x600mm     4.00 kw

